
MAIN DESCRIPTION MEASUREMENTS

Type Tugboat Loa 30.0m

Vessel built 2015, Malaysia Breadth 8.60m

Port of registry Piraeus Depth 4.115m

IMO 9722986 Designed Draft (Extreme) 3.512m

Flag Greek Gross 270

Class Lloyd's Register Net 81

ENGINE DETAILS TANK CAPACITIES

Engine 2 x 1199BHP YANMAR Fuel 192.0m³

Type 12YM-WST Ballast 67.0m³

Total BHP 2400BHP Fresh water 66.0m³

Generator 2 X 92KW DEUTZ BF 4M Sewage 2.2m³

Propellers 2 X Fixed pitch propellers in Nozzles Bilge OWS installed

PERFORMANCE FIRE FIGHTING

Bollard Pull 39.5tons FiFi capacity  1200m³/h

Max. Speed 12.5 knots Fire Monitors 2

Service Speed 10.0 knots

BRIDGE EQUIPMENT

DECK/TOWING EQUIPMENT Radar FURUNO FAR 2117

Towing Hook MAMPAEY SWL 30T Radar FURUNO RDP139

Towing Winch HY TWG WR38 30T Echo sounder FURUNO RDP139

Single drum, 30tons pull on first Satellite compass FURUNO SC50

layer, 80tons Brake Auto-pilot SAURA SA-10

Windlass HY AWD C19 AIS FURUNO FA-150

Main wire 38mm x 700m GPS FURUNO GP-170

Spare wire 38mm x 700m

Capstan 5tons

COMMUNICATIONS

Navigation area A1 + A2 + A3

ACCOMMODATIONS VHF/DSC FURUNO FM-8900S

Officers 2 x 1 VHF transceiver FURUNO FS-1575

Crew 1 x 4 VHF portable SAFESEA V100

1 x 6 EPIRB SAFESEA E100

Messroom YES SART SAFESEA S100

Galey YES NAVTEX FURUNO NX-700A

INMARSAT-C 2 X FELCOM 18

SATELLITE TELEPHONE IRIDIUM

*The information contained in this data sheet is for guidance purposes only and may be subject to changes

AGONISTIS Z


